E([:I Motor control valve in two way form
with PTFE-V-ring sealing, DN80-150

PN 16 / 25/ 40, with 20-25kN actuator
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Body: two way form, for water and steam

Pressure range: PN16, PN25, PN40

Immersion length acc. to DIN EN 558, basic series 1
Flanges acc. to DIN EN 1092-1/2 type 21

Spindle sealing: spring-loaded PTFE-V-ring unit

for media temperatures up to 250°C

Alternatively: graphite-packing

for media temperatures up to 400°C

Internal parts: stainless steel, replaceable seat rings
Flow characteristic: equal percentage (partially modified)
Positioning ratio: 30:1 (up to 50:1)

Leakage: < 0,01% Kvs

Actuator: with manual emergency operation
and load dependent limit switches
Thrust: 20 kN / 218 VA (appendix ...i)
25 kN / 218 VA (appendix ...k)
Power supply: 230V / 50Hz
Alternatively: 230V / 60Hz (appendix ...i6/k6)
Other voltages: 115V 50/60Hz, 24V 50/60Hz,
24V DC, 400V 3Ph. on request
Motor rating standard acc. to DIN EN 60034-1: S4-30%ED - 600c/h
Protection class acc. to DIN EN 60529: IP65

Accessories, special types:

Add. limit switches load dependent
Add. signal switches travel dependent
Feedback potentiometer

Integrated positioner

Feedback signal 4-20mA / 0-10V
Actuator heater (on request)

Other positioning speed (on request)
Other reduced Kvs- values (on request)
Soft sealing for max. 200°C (on request)
Perforated plug (on request)

Weld-on ends (on request)

Flange drillings acc. to ANSI/ JIS (on request)

Order text:

Motor control valve in two way form

Material ..., PN..,DN. . Kvs. ..

Spindle sealing with PTFE-V-ring unit

Power supply . . ., closing pressure . . . bar

List-No.: PN16: 421 4..H ., PN25:4215..H., PN40:4217..H.
Accessories: . . .

Pressure-temperature ratings acc. to DIN EN 1092-1/2:

by: -10...50 100 150 200 250 300 350 400 °C*
PN16 EN-GJS-400-18-LT 16 16 15,5 14,7 13,9 12,8 11,2 - bar
PN25 EN-GJS-400-18-LT 25 25 24,3 23 21,8 20 17,5 - bar
PN40 GP240GH+N 40 37,3 34,7 30,2 28,4 25,8 24 23,1 bar

* = max. 250°C for spindle sealing with PTFE-V-ring unit

DN List-No. Kvs Stroke  Pos.time Closing pressure (bar)
PN16 PN25 PN40 m3h mm sec 20kN 25kN
80 421 408H. 421 508H. 421 708H. 100 30 36 36,1 40,0
100 421 410H. 421 510H. 421 710H. 160 30 36 23,1 29,2
125 421 412H. 421 512H. 230 60 72 14,7 18,7
421 412H._140a 421512H._140a 140 35 42 23,1 29,2
421 412H._100a 421 512H._100a 100 35 42 36,1 40,0
150 421 415H. 421 515H. 330 60 72 10,1 12,9
421 415H._250a 421 515H._250a 250 50 60 14,7 18,7
421 415H._150a 421 515H._150a 160 35 42 23,1 29,2
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PN 16 / 25 / 40, with 20-25kN actuator

W( Place required
Actuator type: “ > 220 | toremove
20kN: dehi. A

¥ the bonnet
A

25 KN: 4ehk...
Cap nut
i—' staggered
drawn
Bonnet
|
Hand wheel —— | -

Coupling with plate

*
Flange/ H
Spindle (actuator) /
/ O
Coupling

Mounting rod
V-ring unit staggered
drawn
Spindle
>
Plug %\\ 1
§w I
Valve body type: 6a21... ——

DN 80 100 125 150
Height H* 762 769 934 949
Length L 310 350 400 480
Weight kg 47 57 109 119

= additional 40mm for version with positioner

Electrical wiring 230 /115 /24 V 50/60 Hz:**

Basic version: Accessories** (optionally):
Signal switch Potentiometer Limit switch Heater
travel dependent load dependent
for position: valve
M CLOSE OPEN
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L on 11 = valve closes
L on 14 = valve opens

** = for other voltages / accessories see wiring diagrams in operating instruction 4eh80_b.
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