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Baureihen 
Series 
Séries 
 

¶ REacTron 30DC 

¶ REacTron 60DC 

¶ REacTron 100DC 

 
 

Elektrischer Stellantrieb für Regelventile 
mit integriertem PID Regler 
 

Grundausstattung: siehe Datenblatt 
REact 30/60/100 DC 
zusätzlich mit: 
¶ 1 Kanal PID Prozessregler Typ: Qube 

¶ Spg. Versorgung: 24 Vdc 

¶ Eingang: mA, V , PT100, TC( frei konfigurierbar) 

¶ Ausgang: 3 Punkt Schritt 

¶ Schutzart: IP65 

¶ Umgebungstemperatur: 0-50°C 

¶ Anschlussstecker vorverdrahtet 
optional 

¶ Netzgerät: NG2450 
115/230Vac Ausgang:24Vdc 

¶ RElog    
(Anfahrmodul für Schnellschluss) 

¶ Zulassung: NRTL     
 

Electric actuator for control valves with 
integrated single loop PID controller  
 

Basic configuration: see datasheet  
REact 30/60/100 DC 
additional: 
¶ single loop PID controller type : Qube  

¶ power supply: 24V dc 

¶ Input: mA, V, PT100, TC (free selectable) 

¶ Output: 3-point step 

¶ degree of protection: IP65 

¶ ambient temperture : 0-50°C 

¶ prewired connectors 
optional: 

¶ power unit : NG2450 
IN 115/230Vac  OUT 24Vdc 

¶ RElog  
(startup device for emergency closing unit) 

¶ approval: NRTL     
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Option Netzgerät / power unit---NG2450 
 

 
 
 
Integriertes Netzgerät zum Anschluss des Stellanrieb(24V dc) an das 115/230V Wechselstromnetz.  
Integrated power unit for connecting the actuator (24V dc) to the 115/230Vac main supply. 
elektr. Daten / elect. data.: Input  90-264V 50/60 Hz / Output 24V dc max 2.2 A 
 

 

Steckverbinder / connector  
 

 
 
 
Integrierte Steckverbinder vorverdrahtet -1x (Signal) 7 pol + PE(Harting quick look) / 1x (Spg-Versorgung NG2450) 3pol + PE (Harting quick look)  
Integrated prewired connectors - 1x (signal) 7 pol + PE (Harting quick look) / 1x (supply NG2450) 3pol + PE (Harting quick look) 
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Anwendung / application  
 

Standard Lösung  für einen 1 Kanal PID Prozess Regelkreis 
Standard solution  for a single loop PID process control 
 

13.5
11.3

Netz/
supply

Auto

Druck /pressure signal
4-20mA

Steuersignal Auf/Zu
control signal open /close

Standard Stellantrieb/  
Actuator

Type: REact

Standard Schaltschrank /
cabinet

 
 
 
 

Low cost Lösung  REacTron -> reduzierter Material-Kostenaufwand. 

Low cost solution REacTron -> reduced material and costs 

 

Netz/
supply

Druck /pressure signal
4-20mA

 Stellantrieb/  Actuator

Type: REacTr on
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Verdrahtung / Wiring  
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Allgemein / General  
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Konfigurations/ Einstell Beispiele/ configuration/ adjusting examples 
 

1. Konfigurationscode eingeben/ how to set the configuration code 
siehe Parameterliste im Anhang/ see parameter map  attached 

  
 

2. Eingangsart und Wirkungsrichtung wählen/ choose input and direction of action  
 
4-20mA Normsignal / 4-20mA signal 
oder/ or 
PT100 Temperatursensor/ temperature sensor 

 
invers (steigender Istwert ->Antriebsspindel fährt aus/ rising actual value -> actuator spindle extend 
oder /or 

 direct (steigender Istwert ->Antriebsspindel fährt ein/ rising actual value -> actuator spindle retract 
 

3. Konfigurationscode (cod1)/ konfiguration code(cod1) 
 
4-20mA invers= 1220 
4-20mA direct=  1221 
PT100 invers=   0720 
PT100 direct=    0721 
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4. Skalierung /scaling (nicht verfügbar bei Eingang PT100/ not available with input PT100) 

Eingang 4-20mA / Input 4-20mA 
Bsp./ e.g.  
Drucksensor/ pressure sensor 0-10 bar/psi 
4mA = 0.0  
20mA = 10.0 
 
4mA =  SSc =0.0 
20mA =FSc =10.0 
dP      =1 

 

 
 

5. Sollwert/ Sollwert Bereich/ set point /set point range 
Bsp.e.g. 
Sollwert/ set point :SP = 5 bar 
Sollwert Bereich/ set pint range: SPLL=4.0  SPHL=6.0 
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6. Einstellhilfen zum optimieren der Regelung / setting aids for optimizing the control system 

 
 

 

 
 

Kennwert Regelvorgang Störung Anfahrvorgang 

Pb  größer 
       kleiner 

stärker gedämpft 
schwächer gedämpft 

langsamerses Ausregeln 
schnelleres Ausregeln 

langsamere Energierücknahme 
schnellere Energierücknahme 

ti     größer 
       kleiner 

stärker gedämpft  
schwächer gedämpft 

langsamerses Ausregeln 
schnelleres Ausregeln 

langsamere Energierücknahme 
schnellere Energierücknahme 

td    größer 
        kleiner 

schwächer gedämpft 
stärker gedämpft 

stärkere Reaktion 
schwächere Reaktion 

frühe Energierücknahme 
spätere Energierücknahme 

 

Characteristic Control procedure Disturbance Starting procedure 

Pb  larger 
      smaller 

more attenuated 
less attenuated 

slower compensation 
faster compensation 

slower energy reduction 
faster energy reduction 

ti     larger 
       smaller 

more attenuated  
less attenuated 

slower compensation 
faster compensation 

slower energy reduction 
faster energy reduction 

td    larger 
       smaller 

less attenuated 
more attenuated 

stronger reaction 
weaker reaction 

earlier energy reduction 
later energy reduction 

 
 
 



 

 

Parameterliste / parameter map  
 
Eingan Input Entree 4-20mAĄ 0-100% 
 

 
 



 

 

 
 



 

 

Parameterliste / parameter map  
 
Eingan Input Entree PT100Ą 0-200°C 
 

 
 



 

 

 



 

 


